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1 Copyright and Disclaimer

Copyright © Meitrack Group 2023. All rights reserved.

, AT and < are trademarks that belong to Meitrack Group and its subsidiary.

MEITRACK reserve the right to alter or amend the design, model and specification without prior notice.

Without prior written consent of Meitrack Group, this user manual, or any part thereof, may not be reproduced for any purpose
whatsoever, or transmitted in any form, either electronically or mechanically, including photocopying and recording.

Meitrack Group shall not be liable for direct, indirect, special, incidental, or consequential damages (including but not limited to
economic losses, personal injuries, and loss of assets and property) caused by the use, inability, or illegality to use the product or

documentation.

2 System Introduction

FOTA Manager is a platform that is used to remotely update device configurations in batches and update a device firmware. This
simplifies device configurations when you use a device for the first time and reduces the difficulty and workload of subsequent
device maintenance.

The FOTA Manager platform supports the following features:

Manage a device group, save a configuration file, create a task, update device configurations in batches, update the device firmware,

and query the status of a task.

3 Getting Started

3.1 Configuring FOTA Parameters of the Device

You can follow the instructions in section 3.1.1 or 3.1.2 to configure device FOTA parameters.
3.1.1 Configuring FOTA Parameters of the Device by Using Software

You can use the Meitrack Manager software to configure FOTA parameters.

Copyright © Meitrack Group 2023. All rights reserved. -4-
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| Il Meftrack Manager 6.0.3.6

FOTA Settings

FOTA Enabled

P/Domain  fm.meitrack.com Port 3033

Timing 1440 : min

Clock 0:00:00 i4

L Set

com Too — Lood Settngs rom e | sav settgs To e

ID Library Version:2022,12.02.01 5

ce settings succeed

® The FOTA function is enabled by default. If you want to disable the function before the delivery of the device, contact

us.
Domain name of the FOTA server: fm.meitrack.com. Port: 3033.
Timing: indicates the time interval of the communication between the device and the FOTA server. For the T711L, the

default time interval is 1440 minutes, that is, 24 hours. For the TA255L, the default time interval is 120 hours.
® Clock: The default parameter value is 0:00:00. 0:00:00 indicates that the alarm clock is turned off. If the parameter

value is 1:00:00, the device communicates with the FOTA Manager platform once a day at 1 o'clock.
3.1.2 Configuring FOTA Parameters of the Device by Using the CD4 Command

Configuring FOTA Parameters — CD4
SMS Sending 0000,CD4,A,B,C,D,E,F,G

SMS Reply IMEI,CD4,0K

Description A: indicates whether to enable the FOTA function. 0: disables the FOTA function. 1:

enables the FOTA function.
When the value of the A parameter is 1, the B, C, D, E, F, and G parameters are valid.

B: indicates the IP address. The parameter value contains a maximum of 32 characters.
C: indicates the port. The parameter value contains a maximum of five characters.

D: indicates the scheduled connection time. The parameter value is measured in minutes.
When the device is in sleep mode, the sleep time begins to be counted. When the sleep
time reaches the specified scheduled connection time and the device is woken up, a
connection between the device and the FOTA Manager platform is allowed. Value range:
0 to 65535.

E: indicates the hour. The 24-hour clock is used.

F: indicates the minute. The 24-hour clock is used.

G: indicates the second. The 24-hour clock is used.

Copyright © Meitrack Group 2023. All rights reserved.
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If the values of the E, F, and G parameters are 0, the alarm clock is turned off. If the sleep
time reaches the preset alarm clock time but the device is still in sleep mode, the device
is woken up to connect to the FOTA Manager platform once.

If you want to read the command settings, send 0000,CD4.

3.2 Logging In to the FOTA Manager Platform

Visit https://fm.meitrack.com and enter the username and password to log in to the FOTA Manager platform.

Forget password?

b
\ EEEETEN

By using FOTA Manager, you agree with g
privacy policy %
>> ‘

Note:
1. If you are an MS03 platform user, log in to the FOTA Manager platform by using your MS03 account.

2. If you are not an MSO03 platform user, contact us to apply for an FOTA Manager account.

3.3 Homepage of the FOTA Manager Platform

The homepage of the FOTA Manager platform displays Company Dashboard, Shortcut, Tracker, Firmware, and Task batch status.

c meitrack A Engish v Black v & Double2021 v

Company Dashboard

0

Config File E

Shortcut

— oy &) =
Tracker =
(+) ! y =
Add User = ‘ Create ‘ = / =2 ‘ Move ‘ - Create
| Gow ) ‘ | Tracker Task

Add File

Company Dashboard and Shortcut

Copyright © Meitrack Group 2023. All rights reserved. -6-


https://fm.meitrack.com

MEITRACK FOTA Manager User Guide

@ meitrack & Engin - a

Tracker Firmware Today Yesterday

Task batch status

Tracker, Firmware, and Task batch status

®  Company Dashboard: In this section, you can view the number of devices, tasks, configuration files, groups, and users
within an account.

®  Shortcut: In this section, you can view the procedure for creating a task. You can follow the procedure to create a task
and then update the device firmware and configurations.
Tracker and Firmware: In the two sections, you can view the type, quantity, and status of devices within an account.
Task batch status: In this section, you can view the status of tasks. For example, a task is pending, fails to be executed,
and executed.

® In the left-side navigation pane, functions are ordered by usage frequency. You can click a function to go to the

corresponding page.

4 Device Management

After you log in to the FOTA Manager platform, you need to add devices first. Then you can use features on the FOTA Manager

platform.

4.1 Logging In to the FOTA Manager Platform by Using an MS03 Account

If you log in to the FOTA Manager platform by using an MS03 account, devices within the MS03 account are automatically

synchronized to the FOTA Manager platform.

4.2 Logging In to the FOTA Manager Platform by Using Other Method

1. Provide the IMEI numbers for us. Then we add devices in batches.

2. Contact us to apply for an account to log in to the FOTA Manager platform. After you log in to the FOTA Manager platform by

Copyright © Meitrack Group 2023. All rights reserved. -7-
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using the account, add a single device at a time and then repeat the operations to add multiple devices. The following section

describes how to add a device at a time.
4.2.1 Adding Company Information and Creating a Group

Before you add a device, you must add company information and create a group.
1. Add company information.
You need to create a user to add company information first. Choose User in the left-side navigation pane, or find the Shortcut

section on the homepage and click Add User.

c meitrack A Engiish v Black v & Double2021 v

Company Dashboard

Tracker

0 1
Config File Grou|
D -

Group

File

Shortcut
o E ‘ Add ‘ o 70
——— 6 Tracker :E

Add U ‘ ” ‘ Create ‘ =2 o =2 ‘ Move ‘ =2 ‘ Create ‘

ser Group D Tracker Task
‘ Add File ‘
On the page that appears, click Create.
c meitrack M English v Black v & Double2023 v

Home

Query: Company: Created on: -
e I

"% Tracker D Account Email Company Created on Valid until Enabled Operation

No Data
Group

) Total0  10/page n Goto 1
File

& User

Set the user information and grant the required permissions, as shown in the following figure.
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Q@ meitrack .

A Home
Create User Back

B Task
Basic information

55 Tracker

Company Account Password
. Group DoubleTest DoubleTest e
Email Contact Phone number

B File

| double tang@meitrack cor

Remarks

Permission Settings

Batch Import

Tracker Management B8 M racker

The user is successfully created.

c meitrack @ Engish v Black v & Double2023

A Home
Query Company Created on

Tracker

1 DoubleTest01 double tang@meitrack.com DoubleTest 2022-12-15 2199-01-01 [ @)

Total 1 10/page . Goto 1

s Group

2. Create a group.

Choose Group in the left-side navigation pane, or find the Shortcut section on the homepage and click Create Group.

Q@ meitrack & Engisnv

Company Dashboard

= Tracker 0

v R

Shortcut

Add
Tracker P
- it Create E 7 Move B Create
Add\Use Group m Tracker Task
Add File
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On the page that appears, click Create.

Q@ meitrack

A Home
Query: Company:

B Task

25 Tracker

a%a Group

@ File

& User

Created on:

Set Company and Group Name, and click Submit.

@ meitrack

A Home
Create Group

B Task
Basic information

s
HRIE G Gompany

" ouble2023
4 Group Double

B File

& User

The group is successfully created.

Q@ meitrack

A Home

Query Company:

B Task

22 Tracker

1 Test01

it Group

3 File

& User

4.2.2 Adding a Device

Group Name

Test01

Created on:

Double2023

Total 0

10/page

Goto

Choose Tracker in the left-side navigation pane, or find the Shortcut section on the homepage and click Add Tracker.
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A

' meil

Q@ meitrack

Company Dashboard

A  Engiish v Black v & Double2023 v

The device is successfully added.

Copyright © Meitrack Group 2023.
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m Back

=a Tracker 0 1
Config File Group
B <L
Shortcut
= — ‘ Add ‘
@ @ Tracker - @
=y = =S =
‘ —— ‘ 4 ‘ Create ‘ > £ ‘ Move ‘ > ‘ Create ‘
Group i— 5] Tracker Task
‘ Add File ‘
On the page that appears, click Create.
c meitrack A Engish v Black v & Double2023 v
Query: Company: Group: m
Tracker D Tracker name IMEI Model Series SIN Config file Firmware Function Operation
a Group
»
Total 0 10/page n Goto 1
Set the parameters, as shown in the following figure.
c meitrack @ Engish v Black v & Double2023 ¥
A Home
Create Tracker Back
Basic information
Tracker Company Group Series
2. Group Double2023 Testo1 Vehicle Tracker
Model Tracker name IMEI
T711L T711L-2606 |
SN Firmware Config file

-11-
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Q@ meitrack PY

A Home
Query Company Group:
[ @ ] +ome | +omecons ]| 2o | 0 oue ]
D Tracker name Model Serie:

MEI o Series SIN

22 Tracker

1 T711L-2606 36209005001260€ 7L Vehicle Tracker

4 Group .

Total1  10/page n Goto| 1

5 Device Configuration

You can choose Tracker in the left-side navigation pane to configure a single device and then save a configuration file. After you

upload a configuration file, you can create a task and configure devices in batches.

5.1 Configuring a Single Device

5.1.1 Configuring Basic Parameters

In the left-side navigation pane, choose Tracker. On the page that appears, find the Operation column and click Settings.

c me”rack A English v Black v & DoubleTest

Tracker

T711L Vehicle Tracker 63022181118 T711L-V025 T711L-EFB5

Total 1 10/page Goto 1

The device configuration page is displayed, as shown in the following figure. The following configuration items are the same as those

of the Meitrack Manager platform.

Device Basic Info Main Parameters System time synchronization

Glabal Settings Device Basic Info

Tracking
Tracker Name version

Event T711L-V025
Storage settings

External Device IME]
Buffer Space — 862090050016193
Other GPRS Buffer Total Size(bytes) Log Buffer S
100% 4194304 0%
63022181118

| want select export

ot e e Local/SMS time zone settings

uTc v 0 hour | 0 min

Clear selected settings

Modify device configurations and click Save to save the configurations.

Copyright © Meitrack Group 2023. All rights reserved. -12-
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If you want to save a configuration file, select | want select export, modify device configurations, and select the corresponding

parameter items, as shown in the following figure.

Settings
sl GPRS Tracking SMS Tracking Upload Data
Basic
GPRS Tracking GPRS filter info (Select )
Tracking A
Server 1 (Select)) Enable filter [
Erent Min speed 0
GPRS TcP v (Select) P
External Device Max speed 230
IP/Domain 67.203.15.7 v (Selectgg)
e Satellite 3
Port 10003 (Selectyg)
Skin Accuracy 50
Backup IP/Domain (Select))
want select export @ | Reload
Port (Select))

Export selected settings GPRS 0 (Select )
Timezone(mins) =
Clear selected settings

APN (Select; )

APN (Select )
User Name (Select )
Password (Select))

After device configurations are modified, click Export selected settings to save the configuration file. The configuration file is in the

mop format.

[ T711L-V025.mop A

After the configuration file is uploaded, you can use the configuration file to configure devices in batches. For more information,

see section 5.2 Configuring Devices in Batches.
5.1.2 Other parameter configurations

In the left-side navigation pane, choose Tracker. On the page that appears, find the Operation column and click Edit to configure
device parameters.
In the left-side navigation pane, choose Tracker. On the page that appears, find the Operation column and click Delete to delete a

device.

c meitr(]ck @ English v Black v & DoubleTest v

A Home
oy — e foaw|
: = |
D Tracker name IME Mode Seri SIN

1 2090050 )¢ T711L Vehicle Tracker 63022181118 T7T11L-V025 T711L-EFB5 I:I

s Group >

Total 1 10/page n Goto 1

28 Tracker

& File

The FOTA parameter configuration page is displayed, as shown in the following figure. You can modify the basic device information
and FOTA connection parameters. However, the FOTA Manager platform does not allow you to modify the basic device information

in batches.

Copyright © Meitrack Group 2023. All rights reserved. -13-



MEITRACK FOTA Manager User Guide

@ meitrack P

Edit Tracker B

Back
A Home
Basic information
B Task
Company Group Series
Tracker Vehicle Tracker
Group Mode! Tracker name IMEI
= 7L
B File
SIN Firmware Config file
63022181118 T711L-V025
Back
FOTA connection parameter settings
Domain/IP Port Connect FOTA Manager frequency(min)
meiligao.org 10008 1440
Alarm clock
Connect FOTA Manager function (@
00:00:00
5.1.3 Sending commands offline
Click the "Command" icon to access the interface for sending offline commands.
Q meitrack . - Back v &

22 Tracker

In the pop-up window, set the commands and parameters, and select the method for sending the command data. Then, click

"Send" to execute the command.

Copyright © Meitrack Group 2023. All rights reserved. -14 -
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864281041908303

Gommang History

The key difference between selecting or not selecting "HEX Data" is:
Unselected (default): Instructions are sent as ASCII text. (Used for 95% or more of typical instructions, with parameters being
text, numbers, or comma-separated values. Selecting this option will result in an error.) Selected: Instructions are sent
directly as a hexadecimal byte stream. Enter a continuous hexadecimal byte stream in the instruction data field, without
spaces or other delimiters. (Used only for sending machine codes to peripherals or sending hardware physical SN codes, with
no commas and including 0x00.)
Example of sending commands offline:
1. ASCIl text format:
Instruction: 131 (Set temperature upload deviation value) Parameters: 010203 (representing the +2.03°C calibration
deviation for the 1st temperature sensor) Function: Adds a +2.03°C calibration compensation to the 1st temperature
sensor, ensuring that the temperature displayed on the platform will automatically reflect the actual measured
temperature + 2.03°C.

HEX: Unselected. Execution Result: Executed normally after sending, and "Confirm Data" will display "OK".

861940076401434
Send Command Command History
Command 131
Code

Command Da 010203

ta

Data Type HEX Data

=

131 010203 2026.09-22 145034 Warren Success  2006.0922 14'52:34 oK

2. Hexadecimal format (HEX)
Instruction: C40 (Temperature sensor ID) Parameter: 28D5569A0E00003601 Function: This instruction associates the
hardware with the temperature sensor ID "28D5569A0E000036," officially identifying the sensor on the platform and
displaying its temperature data.
HEX: Checked. Result: The underlying MCU successfully identified the physical byte stream. "Confirm Data" displays
28D5569A0E0000360102 (the final result code 02 indicates that this ID already exists for the sensor).

Copyright © Meitrack Group 2023. All rights reserved. -15-
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861940076401434

Command History

Command G40

Code

ICommand Da 28D5569A0E00003601

ta

Data Type

C40 28D5569A0E00003601 v 2026-09-22 16:48:27 Wamen 3UCCess 2026-09-22 16:49:32 28D5569A0E0000360102

Additionally, you can view the command log in the command window and see whether the issued commands were

successful.

861940076401434

Send Command

2026-09-21 - 2026-09-24

Confi
=

C40 28D5569A0E00003601 2026-09-22 16:48:29 Warren SUCCES 2026-09-22 16:49:37 28D5569A00

C40 28D5569A0E00003601 4 2026-09-22 16.48:27 Warren Success 2026-09-22 16:49:32 28D5569A0E0000360102

A9B 01000001 v 2026-09-22 16:38:17 Warren 5 S 2026-09-22 16:39:19 4572726F72

A9B 01000001 4 2026-09-22 16:22:27 Warren

A9B 01000001 2026-09-22 16:22.22 Warren Succes 2026-09-22 16:24.28 Ermor

131 010203 i 2026-09-22 14:50:47 Warren Success 2026-09-22 14:53:09 4572726F72

131 010203 2026-09-22 14:50:34 Warren 5 3 2026-09-22 14:52:34 oK

col 302C31 v 2026-09-21 14:28:19 Warren Succes 2026-09-21 14:29:49 4F4B

E91 302C31 v 2026-09-21 14:25:33 Warren

E91 2026-09-21 142328 Warren Succe 2026-09-21 14:27:02 MD600-H131Vv158.100 65643020040

Total 12 10/page n 21 1D Goto| 1

5.2 Configuring Devices in Batches

In the left-side navigation pane, choose File. On the page that appears, click Upload to upload a configuration file saved when you

configure a single device.

c meitrack A English v Black v & Doub

A Home
Create File Back

e File type
== Tracker yp
Configuration file

ata Group

Upload parameter configuration file

The file suffix name must be .mop

T711L-V025.mop

Copyright © Meitrack Group 2023. All rights reserved. -16 -
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The configuration file is successfully uploaded.

@ meitrack

»
<
<

Be
<

A Home
Query Source File Type

B Task

22 Tracker

From File T711L-V025.mop Configuration file 2022-12-16 16:07:09
ks Group

In the left-side navigation pane, choose Task. On the page that appears, click Create to create a task.

Q@ meitrack & Engih - Back - & DowveTest ~

A Home
Query: Company Group:

B Task

22 Tracker
asa Group

2 File Total 0 10/page 1| Goto

On the Create Task page, set Task Details, Filter basic information, and Target file, select a device whose parameters need to be

configured, and click Submit.

@ meitrack & Engish v Black v & DoubleTest v
A Home
Create Task Back
B Task
Task Details
=8 Tracker Task name Task type
configure Config Tracker

asa Group

Filter basic information

B File
Company Group
Meitrack Units
*Target file T711L-V025.mop
&
862090050016193 T711L Vehicle Tracker 63022181118 T711L-V025 Free 2022-12-16 09:30:05

The task is successfully created. Then the Task status column displays Pending.
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@ meitrack Q& Engish v Black + & DoubleTest +

A Home

Query Company Group:

B Task

== Tracker

1 Pending Config Trackei Meitrack Units 2022-12-16 16:11:41

asa Group »

Total 1 10/page 1 Goto 1
B File s

& User

When the device is connected to the FOTA Manager platform, the device configurations are updated. After the device configurations

are successfully updated, the Task status column displays Executed.

Q@ meitrack @ Engish v Biack » & DoubieTest v

A Home

Query Company’ Group [

B Task

=2 Tracker
1 Executed Config Tracker Meitrack Units 2022-12-16 16:11:41

sa Group

Total 1 10/page 1 Goto 1
) File o

If the device configurations fail to be updated, the Task status column displays Fail. Check whether the device is online. If the device
is always online and the connection between the device and the FOTA Manager platform times out, the task fails. In this case,

contact us for troubleshooting.

6 Updating the Firmware

You can perform the following steps to update the device firmware in batches on the FOTA Manager platform:
On the Create Task page, set the Task type parameter to Update Tracker, select a group whose device firmware needs to be updated

in batches, select devices and the firmware that you want to update, and click Submit.

Q@ meitrack & Engin v Bk v & DoubleTest v
A Home
Create Task Back
B Task
Task Details
25 Tracker - S
2, Group UpgradeFirmware Update Tracker
E

Filter basic information

B File
Company Group
S User
— Meitrack Units
@ 1 862090050016193 T711L Vehicle Tracker 63022181118 T711L-V025 Free 2022-12-16 16:18:52

After the task is successfully created, the device firmware is automatically updated when the devices are connected to the FOTA

Manager platform next time.
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cmenrack @ Engish v Black v & DoubleTest v

A Home

Company’ Group

B Task

22 Tracker

I 1 Pending Update Tracker Meitrack Units 2-12-16 16:27:22

s Group

2 Executed Config Tracker Meitrack Units 2022-12-16 16:11:41
B File
otal 2 10/page al | Goto

& User

Note:

1. The FOTA Manager platform allows you to update only standard firmware. If you want to update customized firmware, contact
us.

2. If you want to use the Create Task page of the FOTA Manager platform to configure a newly purchased device, make sure that
the device where you install an SIM card is online. If the SIM card number is in the range of the VPN (private APN) of the operator,
take note of the following items:

(1) Make sure that domain name fm.meitrack.com can be resolved from the operator's network.

(2) The operator supports the access of domain name fm.meitrack.com and port 3033. The domain name and port need to be

provided for the operator.

If you have any questions, do not hesitate to email us at info@meitrack.com.
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